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receive the desired configuration 
mode from the user 


( 
1010 




s- 1030 




determine display contents of one 
or more keys of the keyboard 
based on the received 
configuration mode 


1050 




display the determined contents 
on the one or more keys of the 
keyboard 



determine the desired 
configuration mode based on the 
user selection from the 
configuration panel of the 
keyboard 



receive the desired configuration 
mode from the user via the input 
interface 



use the character map stored in 
the keyboard 



receive the display contents of 
the one or more keys of the 

keyboard from the processor- 
based system via the input 
interface 



activate the appropriate LEDs for 
each of the one or more keys of 
the keyboard 



activate the appropriate pixels of 
each display panel of the one or 
more keys of the keyboard 



adjust the height of the 
appropriate pins for one or more 
keys of the keyboard to display 
the determined contents 
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FIGURE 10 
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SWITCHING FROM NON- 
BRAILLE CONFIGURATION TO 
BRAILLE CONFIGURATION 

i 



determine or identify one or more 
keys of the keyboard to configure 
while in the Braille configuration 




u 



determine or identify one or more 
pins to raise for each key 
identified 



activate the upper coil of the 
identified pins of each identified 
key to move the ferrite bead in an 

upward direction, causing the 
pins of the identified keys to rise 



operate the keyboard in the 
Braille configuration 
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FIGURE 12A 
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SWITCHING FROM BRAILLE 
CONFIGURATION TO NON- 
BRAILLE CONFIGURATION 



activate the lower coil of the pins 
of the keys 



1250 



determine the display contents of 
one or more keys of the keyboard 
for the non-Braille configuration 







display the determined contents 
on the one or more keys of the 
keyboard 






operate the keyboard in the non- 
Braille configuration 
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FIGURE 12B 



